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DEVELOPMENT DATA BLOCK

ELEMENT HOTEL
31 COLLEGE PLACE
ASHEVILLE, NORTH CAROLINA 28801

COLLEGE PLACE. LLC
PO BOX 5376
ASHEVILLE, NC 28813

HIMANSHU KARVIR
PO BOX 5376
ASHEVILLE, NC 28813

ENGINEER:

MIKE LEWS, P.E.

McGILL ASSOCIATES, P.A.

55 BROAD STREET

ASHEVILLE, NORTH CAROLINA 28801
828.252.0575
MIKE.LEWIS@MCGILLENGINEERS.COM

SURVEY INFORMATION BY:
EXISTING SURVEY INFORMATION PROVIDED BY J. GLENN HAYES PLS

PIN NUMBERS:
9649—-71-3955
9469—-71-1811
ZONING DISTRICT;
CBD HOTEL

PROPERTY SIZE:
0.77 ACRE (3955) 0.77 ACRE
3.61 ACRES (1811)

REQUIRED EARTHWORK:

SOIL_TYPE(S): SILTY SAND (SM)
ISTI ILDI

PROP ILDI
HOTEL 7 STORIES, 100 ROOMS

BUILDING SETBACKS: = ZONED CBD
FRONT O
REAR 0
SIDE 0

0.0 ACRES

PRE—DEVELOPMENT) TOTAL IMPERVIOUS AREA:
0.77 ACRES

0.0 ACRES

POST— P T) TOTAL IMP AREA T ING PERVI PA T
0.77 ACRES

(POST-DEVELOPMENT) TOTAL PERVIOUS PAVEMENT:
TBD

BICYCLE PARKING:
4 BICYCLE SPACES PROVIDED

REQUIRED PARKING:
INO PARKING REQUIREMENT WITHIN CBD DISTRICT

PARKING PROVIDED:
71 SPACES, INCLUDING 2 HC SPACES & 17 SPACES IN PARKING DECK
PEN SPACE:

CENERAL:

e PER FEMA FIRM MAP 3700964800J, EFFECTIVE JANUARY 6,
2010, NO PORTION OF THE SUBJECT SITE IS WITHIN THE
100—YEAR FLOODPLAIN.

e SITE IS LOCATED WITHIN FRENCH BROAD RIVER BASIN.

o 2E2§2/I§G WATER COURSE — FRENCH BROAD RIVER -

L .

e DIMENSIONS ARE FROM FACE OF CURB TO FACE OF CURB
WHERE APPLICABLE.

e LOCATIONS OF EXISTING UTILITES AS SHOWN ARE
APPROXIMATE ONLY. EXACT LOCATIONS ARE TO BE VERIFIED
IN THE FIELD BY THE CONTRACTOR.

STREET TREES: (1) LRG. TREE/40 LF OF PROPERTY ABUTTING THE STREET.
316 LF OF PROPERTY ABUTTING THE STREET =(1 TREE/40 LF) OR
316/40 = 8 LG. TREES

PARKING LOT: 23,455 SF VUA = 23,455/1,500 =16 LG. DECIDUOUS TREES AND 64
SHRUBS.

RETAINING WALL FOUNDATION: NA

BUILDING IMPACT : CBD ZONED — EXEMPT

STREET BUFFER: 335 LF OF VEHICULAR USE AREA WITHIN 50° OF STREET = 335/5 = 67
EVERGREEN SHRUBS REQUIRED

DUMPSTER/ UTILITY LOADING AREA : DUMPSTER BEHIND 6’ HIGH ENCLOSURE

BUFFER YARD: ADJACENT PROPERTIES ARE SAME ZONING DISTRICT.
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ENCLOSURE
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. \DDITONAL NOTES:
T 1. ALL DISTURBED AREAS NOT OCCUPIED BY STRUCTURES, PAVING OR PLANTINGS SHALL BE GRADED - REMOVE BURLAP FROM Top
..'4.' - AND SEEDED AS |ND|CATED |N SPEC'F'CAT'ONS BACKFILLING AROUND BALL IS THIN BRANCHES AND
» COMPLETED. —~ X
2. ALL LANDSCAPE BEDS INCLUDING SHRUB AND TREE PLANTINGS SHALL BE MULCHED WITH 4” CLEAN, , SHMPLEED L ' FOLIAGE BY 1/3,
DOUBLE—HAMMERED” HARDWOOD MULCH OVER WEED BARRIER FABRIC. SOOTH BARKED AT THE TE ] TREE SHAPE
3. ALL PLANT BEDS TO BE EDGED WITH TYPICAL "V—CHANNEL' EDGE. SEE DETAIL, THIS SHEET. OF PLANTING, AND HAVE s e AP
EXISTING UTILITIES (FIBER) 4. CONTRACTOR SHALL SUBMIT A SOIL SAMPLE FOR ANALYSIS BY KNOX COUNTY AGRICULTURAL TRONK SHALL. BY. WRAPPED. —~—~ —

PREVENT TREES FROM BEING _—
PLANTED IN THE SIDEWALK
TREE PLANTERS.

1)

EXTENSION SERVICE, AND SHALL APPLY FERTILIZER, LIME AND SOIL AMENDMENTS AS PER EXTENSION
SERVICE RECOMMENDATIONS.
5. A MINIMUM OF FOUR INDIVIDUAL SOIL SAMPLES SHALL BE TAKEN THROUGHOUT THE SITE FOR
OVERALL SOIL ANALYSIS. AN ADDITIONAL SOIL SAMPLE SHOULD BE TAKEN FROM THE RAIN GARDEN
AREA AND SOIL THERE AMENDED PER EXTENSION SERVICE RECOMMENDATIONS.

6. CONTRACTOR TO UTILIZE ALL ONSITE TOPSOIL WHEN SUITABLE. CONTRACTOR SHALL SUPPLY
ADDITIONAL TOPSOIL AT NO ADDITIONAL COST TO OWNER IF EXISTING TOPSOIL IS NOT SUFFICIENT TO
MEET THE NEEDS OF THIS PROJECT.
7. ALL PLANTING AREAS TO RECEIVE 1 cy OF SOIL CONDITIONER AS NECESSARY FOR EACH 75 sf OF
PLANT BED AREA. ACCEPTABLE SOIL
OR SHREDDED/COMPOSTED LEAVES.
8. ALL BEDS SHALL BE RAISED 6" — 8" ABOVE ADJACENT GRADE, AND TILLED WITH ABOVE MENTIONED
SOIL CONDITIONERS.
9. CONTRACTOR TO FIELD VERIFY LOCATION OF EXISTING UTILITIES BEFORE BEGINNING OF GRADING AND
LANDSCAPE INSTALLATION.
10. CONTRACTOR TO VERIFY QUANTITIES OF PLANTINGS AS SHOWN. PLANTINGS INDICATED ON PLANS
SHALL PREVAIL OVER QUANTITIES INDICATED IN PLANT LIST IF DISCREPANCIES ARISE.

11. ALL PLANTS ARE TO BE THOROUGHLY "WATERED IN” THE SAME DAY AS PLANTED.

CONDITIONERS SHALL BE PULVERIZED PINE BARK, PEAT MOSS

PLANTING SCHEDULE
SYM.|QTY. BOTANICAL NAME COMMON NAME SIZE | *CALIPER | HEIGHT
TREES
TC | 13 | Tilia cordata Littleleaf Linden B&B 2" MIN. |10’ Min.
UA | 18 | Ulmus americana American Elm B&B | 2" MIN. |10’ Min.
CC | 4 |Cercis canadensis Eastern Redbud B&B |[1.5" MIN. [ 8" Min.
IA | 7 |llex x attenuata Foster Holly B&B | 1.5" MIN. | 8" Min.
SHRUBS/GROUND COVERS
BM | 64 | Buxus microphylla Little Leaf Boxwood 3 Gal. NA 15" MIN.
HP | 63 | Hypericum patulum St. John's Wort 3 Gal. NA 15" MIN.
PM | 15 | Pinus mugo var. pumilio Mungo Pine 3 Gal. NA  [12” MIN.
PM | 106 | Ajuga reptans Pachysandra (3’ 0.C.)| 1 QT. NA 4" MIN.

3. ALL TREE WRAPPING SHALL
EXTEND FROM THE TOP OF
THE BACKFILL TO THE
LOWERMOST TREE BRANCHES.

4. ALL TREES, WHEN PLANTED,
SHALL HAVE THE SAME
RELATIONSHIP TO FINISHED
GRADE AS TO THE ORIGINAL
PLANTING DEPTH.

ALL SHRUB BEDS SHALL BE RAISED
6" — 8" ABOVE ADJACENT GRADE,
AND TILLED WITH

SOIL CONDITIONER ALL SHRUB BEDS
IN PARKING ISLANDS ONLY SHALL BE
RAISED 12" ABOVE ADJACENT GRADE
AND TILLED WITH SOIL CONDITIONER

TREES SHALL BEAR SAME
RELATIONSHIP TO FINISHED
GRADE AS THE PLANT WAS
ORIGINALLY GROWN

4" MULCH AS SPECIFIED

4" WATER DETENTION
SAUCER AROUND TREE

FINISHED GRADE

S COMPACTED TOPSOIL
/ BACKFILL

2NNy’ W A\VINY
N NoISTURBED SO

TREE PLANTING DETAIL
N.T.S.

PRUNE PROPORTIONATELY TO
COMPENSATE FOR REDUCTION OF
ROOTS AND TO PROMOTE NATURAL
CHARACTER OF GROWTH

4" MULCH AS SPECIFIED

4” WATER DETENTION SAUCER
AROUND SHRUB

FINISHED GRADE
COMPACTED TOPSOIL BACKFILL

N N ANN)
\; UNDISTURBED SOIL

TYP. SHRUB FLL{ASN'I'ING DETAIL

A T TAI A ] "V" — CHANNEL EDGE TO BE LOCATED ALONG
é’" OUTER PERIMETER OF PLANTING AREAS WHERE
30" OR GREATER 12 LANDSCAPE MATERIALS ARE PLANTED IN

TYPICAL "V* — CHANNEL EDGE
FOR ALL MULCHED PLANTING
AREAS

FINISHED LAWN

GROUPINGS INSTEAD OF INDIVIDUAL LOCATIONS
ALL PLANTED BEDS SHALL BE RAISED 6" —

8" ABOVE ADJACENT GRADE, AND TILLED
WITH SOIL CONDITIONER

= ~———PLANTING BED

v—~=——4" MULCH AS SPECIFIED
~=——UNDISTURBED SOIL

TYP. "V"—CHANNEL EDGE DETAIL

N.T.S.
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